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FRANKLIN MOTOR CONTROL BOX

For three-wire single phase Franklin Motors
• Type 3R
• 1⁄3 through 1 HP includes solid state switch and capacitor*
• 11⁄2 through 10 HP includes relays, overloads and capacitors

HP Voltage Order No.
1⁄3 115 00033
1⁄3 230 00034
1⁄2 115 00043
1⁄2 230 00044
3⁄4 230 00054
1 230 00064

11⁄2 ➀ 230 00074
2 230 00084
3 230 00094

5 (4", 6") 230 00104
71⁄2 230 00124
10 230 00134

➀  This control box may also be used with 1 HP motors.

HP 1⁄3 1⁄3 1⁄2 1⁄2 3⁄4 1 11⁄2 2 3 5 71⁄2 10 15

Volts 115 230 115 230 230 230 230 230 230 230 230 230 230
25 15 30 15 25 25 30 30 45 70 100 150 200
10 5 15 7 10 12 15 15 20 30 45 60 80

Crt. Bkr. or Std.
Dual Element

4" SINGLE PHASE SUBMERSIBLE CIRCUIT BREAKER AND FUSE SIZES

1⁄3 HP – 1 HP 1⁄2 HP – 1 HP 11⁄2 HP – 10 HP

Accessories

Single Phase
Control Boxes

Deluxe Franklin Motor control box with magnetic
contactor and lightning arrestor*
• Type 3R
• Includes relays, overloads and capacitors

See Price Sheet for control box component parts.
*NOTE: Overload removed from the control box August 1985.
Overload was installed in submersible motor January 1985.

HP Size Voltage Order No.
2 4" 230 00084MC
3 4" 230 00094MC
5 4", 6" 230 00104MC

71⁄2* 6" 230 00124MC
10* 6" 230 00134MC
15* 6" 230 00144MC

See Price Sheet for control box component parts.
*Includes lightning arrestor.

HP Size Voltage Order No.
1⁄2 4" 230 00044CR
3⁄4 4" 230 00054CR

1 4" 230 00064CR

Franklin QD control box with run capacitor
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HP Voltage Order No.
1⁄2 115 00043GP
1⁄2 230 00044GP
3⁄4 230 00054GP

1 230 00064GP

Goulds Pumps Brand Control Boxes

Goulds Pumps and the ITT Engineered Blocks symbol are
registered trademarks and tradenames of ITT Industries.



PRINTED IN U.S.A. SPECIFICATIONS ARE SUBJECT TO CHANGE WITHOUT NOTICE.

Motor
FURNAS Class 16 ESP100 Inverse Dual Ele-

Size HP Volts Order
Heaters

Order Time ment Time
Number Number Breaker Delay Fuse

200 16AD K29 CSBD 15 5
1⁄2 230 16AG K28 CSBA 15 5

460 16AH K21 CSBC 15 5
200 16AD K33 CSBD 15 8

3⁄4 230 16AG K31 CSBA 15 6
460 16AH K22 CSBC 15 3
200 16AD K37 CSDD 15 10

1 230 16AG K34 CSDA 15 8
460 16AH K26 CSBC 15 4
200 16AD K41 CSDD 15 10

11⁄2
230 16AG K37 CSDA 15 10
460 16AH K28 CSDC 15 5
575 16AE K26 CSBE 15 4
200 16AD K49 CSDD 20 15

4"
2

230 16AG K43 CSDA 20 15
3Ø 460 16AH K32 CSDC 15 8

575 16AE K29 CSDE 15 5
200 16AD K54 CSED 30 20

3
230 16AG K52 CSEA 25 20
460 16AH K37 CSDC 15 10
575 16AE K33 CSDE 15 8
200 16AD K61 DSFD 50 35

5
230 16AG K60 DSFA 40 30
460 16AH K49 CSDC 20 15
575 16AE K41 CSDE 20 15
200 16CD K69 DSFD 70 50

71⁄2
230 16BG K64 DSFA 60 45
460 16AH K54 DSEC 30 25
575 16AE K52 DSEE 25 20

10
460 16AH K60 DSEC 45 30
575 16AE K57 DSEE 35 25
200 16AD K61 DSFD 45 35

5
230 16AG K58 DSFA 40 30
460 16AH K49 CSDC 20 15

6" 575 16AE K39 CSDE 15 15
3Ø 200 16BD K67 DSFD 70 45

71⁄2
230 16BG K64 DSFA 60 40
460 16AH K54 DSEC 30 20
575 16AE K50 DSEE 25 20

Furnas Starters
and Heaters

For Franklin
Submersible Motors

Furnas magnetic starters and heaters
for Franklin three phase submersible
motors: ESP100's have adjustable Class
10 overloads and phase loss protection.
Standard enclosure is Nema1.
Class 16 Definite Purpose Starters are in
a Nema 1 (indoor) enclosure and require
three (3) “K” type ambient compensated
quick-trip overload heaters.

NOTE: The Class 16 starter chart shows the order number for matched coil and load voltage,
i.e. a 230 volt power supply with a 230 volt coil. To use a different coil voltage select the same
size starter with a different coil. For example a 15 HP/230 V motor/starter with a 460 V coil =
16BH. A 15 HP/460 V motor/starter with a 230 V coil = 16BG.

Nomenclature: Ex. 16 B H; 16 = Class 16 DP Starter, size B with 460 V coil – H.  B = Starter
size, sizes are A, B, C, D, E, F, G, H. Size determined by Full Load Amps and Locked Rotor
Amps. H = coil voltage. D = 200 V, E = 575 V, F = 115 V, G = 230 V, H = 460 V.
The ESP100 nomenclature can be found in your Jet & Submersible Price Book.

SELECTION CHARTS

Motor
FURNAS Class 16 ESP100 Inverse Dual Ele-

Size HP Volts Order
Heaters

Order Time ment Time
Number Number Breaker Delay Fuse

200 16CD K72 ESGD 90 60

10
230 16CG K70 ESGA 80 60
460 16AH K57 DSEC 40 30
575 16AE K54 DSEE 30 25
200 16ED K75 GSJD 125 90

15
230 16DG K73 FSHA 110 80
460 16BH K63 ESFC 60 40
575 16BE K61 ESFE 45 30
200 16FD K77 HSKD 175 110

20
230 16FG K75 GSJA 150 100
460 16CH K69 FSHC 70 50
575 16CE K63 FSHE 60 40

6" 200 16GD K85 HSKD 200 150
3Ø

25
230 16GG K78 HSKA 175 125
460 16DH K72 FSHC 90 60
575 16DE K69 FSHE 70 50
200 16HD* K88 ISLD 250 175

30
230 16HG* K85 HSKA 225 150
460 16EH K73 GSHC 110 80
575 16EE K70 GSHE 90 60

40
460 16GH K76 HSKC 150 100
575 16GE K73 HSKE 110 80

50
460 16GH K78 HSKC 175 125
575 16GE K75 HSKE 150 100

60
460 16HH* K85 ISLC 225 150
575 16HE* K78 ISLE 175 125

40
460 16GH K77 HSKC 150 100
575 16GE K73 HSJE 110 80

50
460 16HH* K78 HSKC 175 125
575 16HE* K75 HSKE 150 90

60
460 16IH* K85 ISLC 200 150
575 16IE* K77 ISLE 175 110

75
460 N/A N/A ISLC 250 175
575 N/A N/A ISLE 200 150

8"
100

460 N/A N/A JTMC 350 225
3Ø 575 N/A N/A JTME 300 200

125
460 N/A N/A N/A 450 300
575 N/A N/A N/A 350 250

150
460 N/A N/A N/A 500 350
575 N/A N/A N/A 400 300

175
460 N/A N/A N/A 600 400
575 N/A N/A N/A 450 350

200
460 N/A N/A N/A 700 450
575 N/A N/A N/A 500 350

* These are a special order, non-stock
item. Please allow 2 weeks for delivery.

N/A - Call factory for custom panel quote.


