
1 Pipe plug – 1⁄2" NPT Steel, plated 6K68 –
2 Hex cap screw Steel 13K1 –
3 Pipe plug – 1⁄8" NPT Steel, plated 6K1 6K1
4 Shallow well adapter Cast iron 4K62 –
5 Nozzle Delrin® AN017 AN019 ANO18 AN022 AN017 AN019 AN018 AN022

6 Venturi tube
Lexan® on model JS+

AD3731 AD3528 AD3536 AD3538 AD3542 AD3332 AD3328 AD3336 AD3339 AD3342Durez ® on model J+
7 Gasket BUNA - FDA/NSF 5K108 –
8 Drain plug – 1⁄4" NPT Steel, plated 6K2 6K2
9 Straight connector Polypropylene 6K100 6K100
10 Casing Cast iron 1K311 (59395) 1K333 (59240)
11 Seal ring BUNA - FDA/NSF 5K6 or 5K231➀ 5K6 or 5K231➀

12 Diaphragm BUNA - FDA/NSF 5K162 5K162
13 Tubing Polypropylene 6K92 6K93 6K101 6K102 6K92 6K93 6K101 6K102
14 Diffuser (guidevane) Lexan® 10% G.F. 3K75 3K67 3K68 3K75 3K67 3K68
15 Impeller Noryl® 20% G.F. 2K4 2K60 2K61 2K706 2K4 2K60 2K61 2K706
16 Mechanical seal, rotary Teeplelite

10K2 10K2
17 Mechanical seal, stationary Ceramic
18 Motor adapter Cast iron 1K310 (59394) 1K310 (59394)
19 Casing bolts Steel 13K102 13K102
20 Elbow connector Polypropylene 6K94 6K94
21 Motor adapter bolts Steel 13K69 13K69
22 Motor Stainless steel shaft J04853L J05853L J06853L J07858L J04853L J05853L J06853L J07858L
23 Pressure switch NA AS3FX AS4FX AS3FX AS4FX
24 Pump foot Steel 4K408 4K408
25 Pump foot bolt Steel 13K252 13K252
26 Switch con. with locknut Steel 6K24 6K24
27 Fillister head machine screw Stainless steel 13K4 13K4
28 Deflector BUNA 5K7 5K7

➀ Use 5K6 with any bolt-in diffuser.
Use 5K231 with snap-in diffuser (no bolts).
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MODEL

Repair Parts

J+ and JS+


