
Water Filtration Cartridge Selector Guide
Standard 10" and 20" Housing Kits

Housings

Webb # Mfr. # Material Flow Rate* Connection Cartridge 
Diameter

Cartridge 
Length

Working  
Temperature

1109869 PROSTDBLU34-10 Blue Sump Up to 12GPM 1-2.5 Bathrooms 3/4" FNPT 2.5" 10" 39°F - 113°F

1061929 PROSTDCLR34-10 Clear Sump Up to 12GPM 1-2.5 Bathrooms 3/4" FNPT 2.5" 10" 39°F - 113°F

1109870 PROSTDBLU34-20 Blue Sump Up to 16GPM 1-3 Bathrooms 3/4" FNPT 2.5" 20" 39°F - 113°F

1061870 PROSTDCLR34-20 Clear Sump Up to 16GPM 1-3 Bathrooms 3/4" FNPT 2.5" 20" 39°F - 113°F

Cartridges

Webb # Mfr. # Material Treats Micron
Cartridge 
Diameter

Cartridge 
Length

Working  
Temperature

1115104 PROCRBSTD-10 Carbon Block Chlorine, Taste & Odors 5 2.5" 10" 39°F - 125°F

480982 PROMLTBLSTD5MIC-10 Melt Blown - 
Grooved Sediment, Rust & Particulate 5 2.5" 10" 39°F - 176°F

480994 PROSTGSTD5MIC-10 String Wound Heavy Sediment, Rust & Particulate 5 2.5" 10" 39°F - 113°F

1061884 PROSTGSTD25MIC-10 String Wound Heavy Sediment, Rust & Particulate 25 2.5" 10" 39°F - 113°F

1061938 PROSTGSTD50MIC-10 String Wound Heavy Sediment, Rust & Particulate 50 2.5" 10" 39°F - 113°F

1061855 PROCRBSTD-20 Carbon Block Chlorine, Taste & Odors 5 2.5" 20" 39°F - 125°F

480985 PROMLTBLSTD5MIC-20 Melt Blown - 
Grooved Sediment, Rust & Particulate 5 2.5" 20" 39°F - 176°F

480997 PROSTGSTD5MIC-20 String Wound Heavy Sediment, Rust & Particulate 5 2.5" 20" 39°F - 113°F

1061912 PROSTGSTD25MIC-20 String Wound Heavy Sediment, Rust & Particulate 25 2.5" 20" 39°F - 113°F

1061877 PROSTGSTD50MIC-20 String Wound Heavy Sediment, Rust & Particulate 50 2.5" 20" 39°F - 113°F

Additional Accessories

Webb # Mfr. # Description Diameter

1115094 PROORNGSTD O-Ring and Lubricant for Standard Housing Kits 2.5"

1115093 PROWRENCHSTD Heavy Duty Wrench for Standard Housing Kits 2.5"

1061937 PROSTDBRK Bracket for Standard Housing Kits 2.5"

Carbon  
Block

125 psi - 8.6 BAR
pH: 6.5 - 9.5

Heavy duty 100% reinforced Polypropylene

Melt  
Blown

String  
Wound

See reverse side for Big Housing Kits  

fwwebb.com/purepro PPRP22/5000/4-23

*Flow rates based on a clean cartridge element and under normal operating conditions, 
we always recommend a water test to ensure proper performance.



Water Filtration Cartridge Selector Guide
Big 10" and 20" Housing Kits

Housings

Webb # Mfr. # Material Flow Rate* Connection Cartridge 
Diameter

Cartridge 
Length

Working  
Temperature

1061947 PROBIGBLU1-10 Blue Sump Up to 20GPM 1-4 Bathrooms 1" FNPT 4.5" 10" 39°F - 113°F

1061948 PROBIGCLR1-10 Clear Sump Up to 20GPM 1-4 Bathrooms 1" FNPT 4.5" 10" 39°F - 113°F

1061949 PROBIGBLU1-20 Blue Sump Up to 40GPM 1-5 Bathrooms 1" FNPT 4.5" 20" 39°F - 113°F

1061946 PROBIGCLR1-20 Clear Sump Up to 40GPM 1-5 Bathrooms 1" FNPT 4.5" 20" 39°F - 113°F

Cartridges

Webb # Mfr. # Material Treats Micron
Cartridge 
Diameter

Cartridge 
Length

Working  
Temperature

1115075 PROCRBBIG-10 Carbon Block Chlorine, Taste & Odors 5 4.5" 10" 39°F - 125°F

480988 PROMLTBBIG5MIC-10 Melt Blown Sediment, Rust & Particulate 5 4.5" 10" 39°F - 176°F

480989 PROMLTBBIG25MIC-10 Melt Blown Sediment, Rust & Particulate 25 4.5" 10" 39°F - 113°F

481000 PROSTGBIG5MIC-10 String Wound Heavy Sediment, Rust & Particulate 5 4.5" 10" 39°F - 113°F

1061916 PROSTGBIG25MIC-10 String Wound Heavy Sediment, Rust & Particulate 25 4.5" 10" 39°F - 113°F

480990 PROSTGBIG50MIC-10 String Wound Heavy Sediment, Rust & Particulate 50 4.5" 20" 39°F - 125°F

1061920 PROCRBBIG-20 Carbon Block Chlorine, Taste & Odors 5 4.5" 20" 39°F - 176°F

480991 PROMLTBBIG5MIC-20 Melt Blown Sediment, Rust & Particulate 5 4.5" 20" 39°F - 113°F

480992 PROMLTBBIG25MIC-20 Melt Blown Sediment, Rust & Particulate 25 4.5" 20" 39°F - 113°F

1061858 PROSTGBIG5MIC-20 String Wound Heavy Sediment, Rust & Particulate 5 4.5" 20" 39°F - 113°F

Additional Accessories

Webb # Mfr. # Description Diameter

1115069 PROORNGBIG O-Ring and Lubricant for Big Housing Kits 4.5"

1115066 PROWRENCHBIG Heavy Duty Wrench for Big Housing Kits 4.5"

1115099 PROBIGBRK Bracket for Big Housing Kits 4.5"

Carbon  
Block

Melt  
Blown

String  
Wound

See reverse side for Standard Housing Kits  

fwwebb.com/purepro

*Flow rates based on a clean cartridge element and under normal operating conditions, 
we always recommend a water test to ensure proper performance.

PPRP22/5000/4-23

120 psi - 8.3 BAR
pH: 6.5 - 9.5

Heavy duty 100% reinforced Polypropylene


