IPS CARBON STEEL PIPE - HOLE CUT PRODUCTS 1 0- 52

STYLE 922
DIMENSIONS Nominal Size Hole Approx.
inches/mm Diameter Dimensions — inches/millimeters Weight Each
Run X Branch +0.06/+1.5
FPTH -0.00/-0.0 Ibs/kg

1Y X 23 1% 1.30 1.83 1.10 3.87 2.56 1.0
32 15 30.2 33.0 46.5 279 98.3 65.0 045
%4 1% 1.28 1.83 1.10 3.87 2.56 11
20 30.2 325 46.5 279 98.3 65.0 0.50

1 1% 1.52 218 1.10 3.87 2.56 1.2
25 30.2 38.6 554 279 98.3 65.0 0.54

1% X V2 1% 142 195 1.22 4.08 2.56 1.2
40 15 30.2 36.1 49.5 31.0 103.6 65.0 0.54
% 1% 140 1.95 1.22 4.08 2.56 1.2
20 30.2 356 49.5 31.0 103.6 65.0 0.54

1 1% 1.64 2.30 1.22 4.08 2.56 13
25 30.2 417 584 31.0 103.6 65.0 0.59

2 X 23 1% 1.66 219 146 4.60 2.56 13
50 15 30.2 42.2 55.6 371 116.8 65.0 0.59
Y4 1% 1.64 219 146 4.60 2.56 14
20 30.2 417 55.6 371 116.8 65.0 0.64

1 1% 1.88 2.54 146 4.60 2.56 1.5
25 30.2 47.8 64.5 371 116.8 65.0 0.68

2% X 23 1%e 191 244 1.71 540 2.56 1.6
65 15 30.2 48.5 62.0 434 137.2 65.0 0.73
% 1%e 1.89 244 1.71 540 2.56 1.6
20 30.2 48.0 62.0 434 137.2 65.0 0.73

1 1%e 213 2.79 1.71 540 2.56 1.6
25 30.2 541 709 434 137.2 65.0 0.73

761 mm X 23 1%e 191 244 1.71 5.50 2.56 1.6
’ 15 30.2 48.5 62.0 434 139.7 65.0 0.73
Ya 1% 1.89 244 1.71 5.50 2.56 1.6
20 30.2 48.0 62.0 434 139.7 65.0 0.73

1 1% 213 2.79 1.71 5.50 2.56 1.7
25 30.2 54.1 709 434 139.7 65.0 0.80

T Victaulic female threaded products are designed to accommodate standard NPT or BSPT (optional)
male pipe threads only. Use of male threaded products with special features, such as probes, dry pen-
dent sprinklers, etc., should be verified as suitable for use with this Victaulic product. Failure to verify
suitability in advance may result in assembly problems or leakage.

*Center of run to engaged pipe end for NPT threads (dimensions are approximate).
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