
Model

Heating Capacity  
BTUH

%  
AFUE

Dimensions (inches) Approximate  
Operating  

Weight (lbs.)

Recommended  
Filter Size (inches)

Nominal 
CFM

Available 
Cooling 
(tons)

Input 
MBH 
High

Output 
MBH 
High H W D Side Bottom

lX series Two-stage 96% afUe furnaces (TM9V) 

TM9V060B12MP11 60 58 96 33 17-1/2 29-1/2 122 16 x 25 16 x 25 1200 —

TM9V080B12MP11 80 77 96 33 17-1/2 29-1/2 126 16 x 25 16 x 25 1200 —

TM9V080C16MP11 80 77 96 33 21 29-1/2 136 16 x 25 20 x 25 1600 —

TM9V100C16MP11 100 96 96 33 21 29-1/2 142 16 x 25 20 x 25 1600 —

TM9V100C20MP11 100 96 96 33 21 29-1/2 145 (2) 16 x 25 20 x 25 2000 —

TM9V120D20MP11 120 115 96 33 24-1/2 29-1/2 156 (2) 16 x 25 22 x 25 2000 —

lX series Two-stage 96% afUe furnaces (TM9T) 

TM9T060B12MP11 60 58 96 33 17-1/2 29-1/2 122 16 x 25 16 x 25 1200 —

TM9T080B12MP11 80 77 96 33 17-1/2 29-1/2 126 16 x 25 16 x 25 1200 —

TM9T080C16MP11 80 77 96 33 21 29-1/2 136 16 x 25 20 x 25 1600 —

TM9T100C16MP11 100 96 96 33 21 29-1/2 142 16 x 25 20 x 25 1600 —

TM9T100C20MP11 100 96 96 33 21 29-1/2 145 (2) 16 x 25 20 x 25 2000 —

TM9T120D20MP11 120 115 96 33 24-1/2 29-1/2 156 (2) 16 x 25 22 x 25 2000 —

lX series single-stage 95.5% afUe furnaces (TM9X) 

TM9X060B12MP11 60 57 95.5 33 17-1/2 29-1/2 122 16 x 25 16 x 25 1200 —

TM9X080B12MP11 80 76 95.5 33 17-/12 29-1/2 126 16 x 25 16 x 25 1200 —

TM9X080C16MP11 80 76 95.5 33 21 29-1/2 136 16 x 25 20 x 25 1600 —

TM9X100C16MP11 100 95 95.5 33 21 29-1/2 142 16 x 25 20 x 25 1600 —

TM9X100C20MP11 100 95 95.5 33 21 29-1/2 145 (2) 16 x 25 20 x 25 2000 —

TM9X120D20MP11 120 114 95.5 33 24-1/2 29-1/2 156 (2) 16 x 25 22 x 25 2000 —
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