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STAINLESS STEEL THREADED FITTINGS  
90° ELBOWS  

Class 2000
Pipe Size 1/8 1/4 3/8 1/2 3/4 1 1 1/4 1 1/2 2 2 1/2 3 4
Dimension A 13/16 13/16 31/32 1 1/8 1 5/16 1 1/2 1 3/4 2 2 3/8 3 3 3/8 --
Dimension B 7/8 7/8 1 1/16 1 5/16 1 1/2 1 13/16 2 3/16 2 7/16 2 31/32 3 5/8 4 5/16 --
Approx. Wt. # .22 .18 .30 .52 .72 1.16 1.70 2.42 3.78 7.56 12.00 --

Class 3000
Pipe Size 1/8 1/4 3/8 1/2 3/4 1 1 1/4 1 1/2 2 2 1/2 3 4
Dimension A 13/16 31/32 1 1/8 1 5/16 1 1/2 1 3/4 2 2 3/8 2 1/2 3 1/4 3 3/4 --
Dimension B 7/8 1 1/16 1 5/16 1 1/2 1 13/16 2 3/16 2 7/16 2 31/32 3 5/16 4 4 3/4 --
Approx. Wt. # .22 .38 .66 .90 1.46 2.58 3.14 5.80 6.04 12.08 16.02 --

Class 6000
Pipe Size 1/8 1/4 3/8 1/2 3/4 1 1 1/4 1 1/2 2 2 1/2 3 4
Dimension A 31/32 1 1/8 1 5/16 1 1/2 1 3/4 2 2 3/8 2 1/2 3 -- -- --
Dimension B 1 1/16 1 5/16 1 1/2 1 13/16 2 3/16 2 7/16 2 31/32 3 5/16 3 5/8 -- -- --
Approx. Wt. # .40 .72 1.06 1.76 2.86 3.92 5.88 7.06 10.18 -- -- --
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