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@ MAX-DRIVE

OIL & HEAT RESISTANT

Rugged polyester cord and neoprene construction with specially treated natural and
synthetic elastomeric compounds make the MAX-DRIVE \-belt the ideal choice for
heavy loads under extreme heat or for constant exposure to oil.

When replacing a V-belt, Standard V-Belt Types W

always clean pulley grooves 3L aL 5L

and check that shafts are

parallel and pulley alignment W 3/8" 1/20 | 24/32" D

is correct.

ousss| [, ouse | [
(inches) | 3L | 4L | BL |  (nohes) | 3L | 4L | 5L
20 S30-20 | S40-20 - 40 S30-40  S40-40 | S50-40
21 S30-21 | S40-21 - 41 S30-41 | S40-41 | S50-41
22 S30-22 | 540-22 - 42 S30-42 | S40-42 | S50-42
23 S30-23 | $S40-23 | S50-23 43 S30-43 | $S40-43 | S50-43
24 S30-24 | S40-24 | S50-24 44 S30-44 | S40-44 | S50-44
25 S30-25 | S40-25 | S50-25 45 S30-45 | S40-45 | S50-45
26 S30-26 | S40-26 | S50-26 46 S30-46 S40-46 | S50-46
27 S30-27 | S40-27 | §50-27 47 S30-47 | S40-47 | S50-47
28 S30-28 | S40-28 | S50-28 48 S30-48 | S40-48 | S50-48
29 S30-29 | S40-29 | S50-29 49 S30-49 | $S40-49 | S50-49
30 S30-30 | S40-30 | S50-30 50 S30-50 | $40-50 | S50-50
31 S30-37 | S40-31 | S50-31 51 S30-51 | $40-57 | S50-51
32 S30-32 | $S40-32 | S50-32 52 S30-52 | $40-52 | S50-52
33 S30-33 | S40-33 | S50-33 53 S30-53 | $40-53 | S50-53
34 S30-34 | S40-34 | S50-34 54 S30-54 | S40-54 | S50-54
35 S30-35 | S40-35 | S50-35 55 $30-55 | S40-55 | S50-55
36 S30-36 | S40-36 | S50-36 56 S30-56 | $40-56 | S50-56
37 S30-37 | S40-37 | S50-37 57 S30-57 | $40-57 | S50-57
38 S30-38 | S40-38 | S50-38 58 S30-58 | S40-58 | S50-58
39 S30-39 | S40-39 | S50-39 59 S30-59 | S40-59 | S50-59
60 S30-60 | S40-60 | S50-60
SPECIAL FOR LENNOX BURNER
. | RefNo ook Belt Type Outside Length
S20-16 VB-1049 DV-1049 2L - Cogged 16"

Please order by % No. S 1

rev. 5-01-06



